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Laboratory Mixing Faucets

O L411 Laboratory Mixing Faucet, Deck Mounted, 6" Rigid Gooseneck

O L412 same as Above Except with Swing Gooseneck

O L414 same as Above Exc

ept with Rigid/Swing Gooseneck

4-1/8"
(105 mm)
3/8" IPS COUPLING
i B 3/8" IPS RIGID GOOSENECK
(SHOWN AS SIDE VIEW FOR
5 REMOVABLE TEN DIMENSIONS ONLY)
SERRATION HOSE END
(5Tmm)
12-1/4" y 6"
(31T mm) (152 mm)
WATER SAVER
RENEWABLE UNITS FORGED BRASS
VALVE BODY
FORGED BRASS
FOUR-ARM HANDLE
6-1/8"

(156 mm)

COLORED PLASTIC

INDEX DISC 5 .5/g"
| (67mm)
NS
o1- 3/4"ﬂ
(44 mm)
2-1/2"
(64 mm)
1-3/16 -18" MOUNTING SHANK
WITH LOCKNUT AND WASHER L
(305mm)

3/8" O.D. FLEXIBLE
COPPER TUBING

WATER SAVER RENEWABLE

UNIT WITH REPLACEABLE
STAINLESS STEEL SEAT

Measurements may vary +1/4".
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(HOT WATER NLET)\ﬁ
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3/8" O.D. FLEXIBLE
COPPER TUBING
(COLD WATER INLET)

NOTES:
FIXTURE IS CERTIFIED BY CSA INTERNATIONAL TO
COMPLY WITH ASME A112.18.1M AND CSA B125.1

FIXTURE IS FULLY ASSEMBLED (WITH SUPPLY TUBES
LOOSE) AND FACTORY TESTED PRIOR TO SHIPMENT.
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